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About This Guide 


This guide describes how to remove and replace the dual monitor adapter. 
It also contains the part number of the dual monitor adapter. 


Organization 


This guide has one chapter that contains the removal and replacement 
procedures for the dual monitor adapter. 


Intended Audience 


This document is only for Digital Customer Services personnel and 
self-maintenance customers. 


Tools and Equipment 


You will need a small flathead screwdriver to install the dual monitor 
adapter. 
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Related Documents 


You can order the following documents from Digital Equipment 


Corporation: 
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VAXstation 3100 Maintenance Guide 
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Northboro, MA 01532 


Attn: Publishing and Circulation Services (NRO3/W3) 
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Removing and Replacing the Dual 
Monitor Adapter 


This chapter provides information about removing and replacing the dual 
monitor adapter. The dual monitor adapter provides a second monitor 
port to the VAXstation 3100 system. This adapter operates on all models 
of the VAXstation 3100 system that contain a graphics option module. 


1.1 Facts about the Adapter 


The following are facts about the dual monitor adapter: 


e The VAXstation 3100 system must have VMS version 5.3 or later 
installed. 


¢ Systems with ULTRIX operating systems cannot use this adapter. 


¢ The monitor connected to the adapter cable is for display only. Also, 
this monitor is a monochrome monitor only. 


e The adapter works only with video cables sold by Digital Equipment 
Corporation. 
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1.2 Removing and Replacing the Adapter 


To remove the adapter: 


dL. 
2. 


Turn the power off of the system and the monitor. 


Disconnect the monitor cable from the dual monitor adapter on the 
back of the system, as shown in the following figure. 


Disconnect the dual monitor adapter cable from the back of the 
system. 


Disconnect the other end of the dual monitor adapter cable from the 
monochrome monitor. 


Connect the new dual monitor adapter cable to the back of the system. 
Tighten the screws on the dual monitor adapter cable. 


Connect the other end of the new dual monitor adapter cable to the 
monochrome monitor. 


Reconnect the monitor cable to the dual monitor adapter cable, as 
shown in the following figure. 
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1.3. Configuring the System 


To configure the system so that the second monitor, the monochrome 
monitor, can be used: 


1. 


2 
3. 
4, 


Turn the power on to the monitors and to the system. 
At the console prompt (>>> ), boot the system. 
Log in to the System Manager’s account when the system is ready. 


Create the DECwindows server setup command file by entering the 
following command: 


§ COPY DECWSPRIVATE_SERVER_SETUP.TEMPLATE DECWSPRIVATE SERVER_SETUP .COM 


10. 
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Edit the DECwindows server setup command file by entering the 
following command: 


S EDIT DECWSPRIVATE SERVER_SETUP .COM 


Make sure the following lines are listed in the file just as they appear 
below. All other lines in the file must be commented out by putting 
an exclamation point (!) at the start of each line ($! command text...). 
Also, determine what type of system you are working on and comment 
out the appropriate DECW$DEVICE line as follows: 


S$ RUN SYSSSYSTEM:SYSGEN 
CONNECT GCAO/ADAP=0/CSR=%x5000/VECT=%0400/NUMV=01/DRIVER=GCBDRIVER 
EXIT 


$ DECWSCOLOR == "T,F" 

$ DECWSDEVICE == "GAAO,GCAO" !Use this line only for VS2000 systems 
$ DECWSDEVICE == "GEAO,GCAO" !Use this line only for VS3100 systems 
$ EXIT 


Restart DECwindows by entering the following command: 


$ @SYSSSTARTUP :DECWSSTARTUP RESTART 


NOTE 
DECwindows can also be restarted by performing a reboot. 


Set up the DECwindow Session Manager by performing the following 
steps: 


a. Select the Session Manager window. 
b. Select Customize in the menu bar. 
c. Drag to and select Screen Number. 


d. At the Application Display Select option, select 1 from the Display 
On screen and click on OK. 


Select Application on the Menu bar of the Session Manager window 
and select DECterm. The DECterm window will appear on the 
monochrome monitor screen. 


NOTE 
To create new windows on the color monitor, the Display On 
screen must be selected back to 0. 


To use the window on the monochrome monitor, slide the pointer off 
the right side of the color monitor screen. The pointer will slide onto 
the left side of the monochrome monitor screen. 
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You can now slide between the two screens and use both monitors. 


NOTE 

If you need to disable the monochrome monitor, comment out 
all of the lines in the DECW$PRIVATE_SERVER_SETUP.COM file 
except for the last "EXIT". After commenting out the appropriate 
lines, restart DECwindows. 


1.4 Tests Available for the Monochrome Monitor 


There are two tests that can be run with the new monitor and cable. At 
the console prompt (>>> ), enter the following test commands: 


>>> Test 61 

A screen of "E's will appear on the monochrome monitor. 
>>> Test 62 

A white screen will appear on the monochrome monitor. 


Both tests can be cleared by pressing Return. 
1.5 Dual Monitor Adapter Parts List 


The only part for the dual monitor adapter is the dual monitor adapter 
cable, part number 17-02673-01 (BCO9E-06). 
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